MASK
MODELLO F3

Elevata filtrazione batterica
Resistente agli spruzzi
Morbida e confortevole
Anallergica

tipologia di prodotto: MASCHERINA CHIRURGICA

Mascherina Chirurgica a 3 Strati di SMS 40gr/mq
Dispositivo Medico TIPO IIR - Certificata CE

La mascherina UNIMED F3 é realizzata con materie
prime 100% italiane utilizzando tre strati di SMS.
Questo modello garantisce a chilaindossa un'ottima
protezione da agenti microbici, resistenza allo splash
test (spruzzi) ed una minima resistenza al flusso
respiratorio AP< 49,0 PA/cm?2.

COSTRUZIONE

STRATO ESTERNO SMS 40gr/M2
STRATO INTERNO SMS 40gr/M2
STRATO INTERNO SMS 40gr/M2

CARATTERISTICHE TECNICHE

NORMATIVA DI RIFERIMENTO UNI EN 14683
EFFICIENZA FILTRAZIONE BATTERICA > 98%
PRESSIONE DIFFERENZIALE (Pa/cm2) <60

SPLASH TEST (kPa) >16

PULIZIA MICROBICA (cfu/g) <30

DIMENSIONI
lunghezza 19cm
Profondita 11cm

LOCATE THE MASK SECURE THE STRINGS COVER MOUTH AND REMOVE THE MASK DON'T TOUCH THE MASK DISPOSE THE MASK IN
ON THE NOSE BRIDGE BEHIND YOUR HEAD NOSE FULLY MAKING FROM BEHIND BY WHILE USING IT, IF YOU A CLOSED BIN WITHOUT
OR OVER YOUR EARS SURE THE'RE NO GAPS HOLDING THE STRINGS DO WASH YOUR HANDS TOUCHING THE FRONT
WITH CLEAN HANDS
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